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Distinct hardwood timber that’s easy to work with

Garapa stands out as an exceptionally easy to work with timber, especially given its classification as a dense
South American hardwood. Renowned for its resilience and reliability, Garapa showcases a captivating
golden-yellow brown hue that weathers to a silver grey colour.

lengths

from1.2m-6

90 - 140MM

garapa

Apuleia leiocarpa
specifications

Origin: South America
Average Dried Weight: 820 kg/m3
Janke Hardness: 750 kgf
Durability Hardness:  Class 1
Average Lifespan: 25+Years

Modulus of Rupture:  1302.8 kgf/ cm2

Stocked Range
Dimensions: 19x 90

19x 140
Standard Lengths: 1.2M - 6M Lengths

Recommended Joist Spacing:  400mm CTC

benefits & features

» Exotic Hardwood Timber

o Class 1Rating

» Sustainably Sourced

« High Durability

. Highly Resistant - Rot/ Insect Attacks
. EasyWorkability




The Affordable Excellence in Timber

Finger jointed Garapa offers an economical and practical solution for those seeking the unmatched
durability and timeless beauty of South American hardwood.

This exceptional timber, known for its remarkable resilience and ease of use, has taken a step further by
being meticulously crafted from shorter pieces through finger jointing techniques which would otherwise be
discarded or destroyed. Garapa's distinctive golden-yellow brown hue, which gracefully weathers to a silvery
grey over time, sets it apart as a premier choice for both aesthetic and functional purposes.

specifications

Bonding Type: Finger Jointed

Glue Type: GP/ Adhesive for exterior use
Bonding Pressure: 183 kg/cm2

Usage: Structural & Load Bearing

Environmental Rating:Formaldehyde Tree

Stocked Range
Dimensions: 19x 140
Standard Lengths: 5.9M Lengths

Recommended Joist Spacing:  400mm CTC

benefits & features

» Exotic Hardwood Timber

Class 1 Rating

« Sustainably Sourced

« High Durability

» Highly Resistant - Rot/ Insect Attacks
. Easy Workability




for all your pergola needs

Elevate your outdoor living spaces and architectural designs with the
unparalleled beauty and durability of our finger-jointed & cross
laminated Garapa Beams.

Manufactured to strict standards these meticulously crafted beams are
the ideal choice for creating stunning pergolas and enhancing facades.
With their exceptional quality and versatile applications, our Garapa
Beams promise to be the foundation of your next outdoor project,
adding both style and structural integrity to your vision.

specifications

Bonding Type: Finger Jointed

Glue Type: GP/ Adhesive for exterior use
Bonding Pressure: 183 kg/cm2

Usage: Structural & Load Bearing

Environmental Rating:Formaldehyde Tree

stocked range

Dimensions: 80x 80

Standard Lengths: 5.9M Lengths
Structured Span: 4M Without Load
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evate the aesthetic appeal of your pergolas, facades, and
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5.9M

45MM

stocked range

Dimensions:
Standard Lengths:
Structured Span:

45MM

45MM

45 x 45
5.9M Lengths
4M Without Load
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Massaranduba
® ] f'

A Durable Hardwood timber for a naturally beautiful deck.

With its warm, rich color, Massaranduba stands as a robust South American hardwood, boasting remarkable
durability, stability, and longevity. This wood is an excellent choice for outdoor decking and cladding, thanks
to its high resistance to rot and insect infestation, it will last ten years outside.

21MM\
100 MM
lengths
from 1.2m - 6M 19MA£
90 MM
19Mh¥
90, 100 & 140MM 140 MM

massaranduba
Manilkara bidentata

specifications

Origin: South America
Average Dried Weight: 1080 kg/m3
Janka Hardness: 225 kgf
Durability Hardness; ~ Class 1
Average Lifespan: 25+ Years
Modulus of Rupture: ~ 1959.45kdf

Stocked Range

Dimensions: 19x 90
21 x 100

19x 140

Standard Lengths: 5.9M Lengths
Recommended Joist Spacing; 400mm CTC

benefits & features
Exotic Hardwood Timber
Class 1 Rating
Sustainably Sourced
Highly Durable
Highly Resistant - Rot/ Insect Attacks
Easy To Work With




Ll R e et

High-strength , great value hardwood with unique colouring tones .

Often referred to as “Brazilian Cherry” Jatoba only resembles Cherry it in a similar attractive colouration. Jatoba
is a craftsman’s dream with how it responds to glues, stains and even steam-bending, but more technically

difficult with tool working due to its density, interlocking grain, and hardness. Jatoba has proven itself overtime
and still does.

LA A RIS i e
19M
lengths
from 1.2m - 6M 90 MM
19M B e s
90 - 140MM 140 MM

jatoba _
Hymenaea courbaril

specifications benefits & features

Origin: South America Exotic HardwoodTimber

Average Dried Weight: 910kg/m3 Class 2 Rating

Janka Hardness: 1218.56 kgf Sustainably Sourced

Durability Hardness:  Class 1 Highly Durable

Average Lifespan: 25+Years Highly Resistant - Rot/ Insect Attacks
Modulus of Rupture:  1582.61 kgf/ cm2 Easy To Work With

Stocked Range

Dimensions: 19x 90
19x 140

Standard Lengths: 1.2- 6M Lengths
Recommended Joist Spacing:400mm CTC



















	TIMBER DECKING PORTFOLIO
	21MM
	19MM
	90 MM

	Murure
	19MM
	90 - 140MM

	accoya - calico
	accoya - natural
	accoya

